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Assembly

Installation example with specific accessories

Electrical accessories

Direct mounting into the tube system, vertical or horizontal instal-
lation possible. Easy mounting via standard integrated mounting 
brackets or optional mounting brackets for the RS series.

FAST CLAMPS

VM

FAST CLAMPS

VM

DUCT SILENCER, RIGID

SDS

FILTER BOX

FT

BACK DRAUGHT SHUTTER

RSK

ETAMASTER

SEN CO2 - CO2 sensor FU… - Frequency converter

MTP 20 - Potentiometer 10 Ω

CON P1000 - Constant pressure control

TEM… - 5-step transformer

MTS 10 - 3-step switch
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EM 160L E2M 01 138,-
126549

230V ~ 50 Hz 0,3 A
66/66/57 db(A) 45 W
615 m³/h 37,5 %
126783 2,5 kg

3-2-1

EM 200 E2M 01 161,-
127249

230V ~ 50 Hz 0,6 A
72/74/59 db(A) 117 W
1220 m³/h 45,5 %
126783 3,8 kg

3-2-1

EM 250 E2M 01 203,-
127317

230V ~ 50 Hz 0,8 A
75/78/61 db(A) 170 W
1625 m³/h 49,5 %
126783 5,8 kg

3-2-1

EM 150L E2M 01 138,-
126547

230V ~ 50 Hz 0,3 A
69/67/57 db(A) 46 W
600 m³/h 36,6 %
126783 2,5 kg

3-2-1

MTS 10 52,-
128145

GS 03 60,-
107633

VM 150 13,-
102648

RSK 150 19,-
102660

RSK 150D 22,-
113484

SG 150 01 10,-
102896

SDS 150 68,-
102714

SDF 150 75,-
102702

FV 150 39,-
112680

FT 150 82,-
112842

FTW 150 365,-
112851

MTS 10 52,-
128145

GS 03 60,-
107633

VM 160 14,-
102649

RSK 160 19,-
102661

RSK 160D 22,-
113485

SG 160 01 10,-
102897

SDS 160 74,-
102717

SDF 160 76,-
102703

FV 160 39,-
112831

FT 160 82,-
112841

FTW 160 365,-
112852

MTS 10 52,-
128145

GS 03 60,-
107633

VM 200 16,-
102650

RSK 200 25,-
102662

RSK 200D 30,-
113487

SG 200 01 12,-
102898

SDS 200 88,-
102719

SDF 200 93,-
102704

FV 200 54,-
112832

FT 200 82,-
112840

FTW 200 365,-
112853

MTS 10 52,-
128145

GS 03 60,-
107633

VM 250 18,-
102651

RSK 250 30,-
102686

RSK 250D 34,-
113488

SG 250 01 16,-
102899

SDS 250 106,-
102721

SDF 250 110,-
102705

FV 250 54,-
112833

FT 250 82,-
112845

FTW 250 398,-
112854

UKR 5025 01 18,-
114638

UKR 5030 01 20,-
114639

ETAMASTER...M

A Type EUR B Type EUR C Type EUR D Type EUR

3-step switch

Isolator switch

Fast clamps

Back draught shutter

Back draught shutter 
with seal

Protection grille

Duct silencer, rigid

Duct silencer, flexible

Filter box with mat 
filter

Filter box

Filter box with heating 
coil

Adapter plate

Adapter plate

A Type EUR B Type EUR C Type EUR D Type EUR



9

EM 280 E2M 01 347,-
130471

230V ~ 50 Hz 1,1 A
77/80/63 db(A) 239 W
2170 m³/h 52,9 %
129292 8,6 kg

3-2-1

EM 315 E2M 01 448,-
130677

230V ~ 50 Hz 2,1 A
82/84/68 db(A) 436 W
3180 m³/h 56,4 %
129292 12,3 kg

3-2-1

EM 400 E4M 01 490,-
129165

230V ~ 50 Hz 1,0 A
71/75/57 db(A) 211 W
3300 m³/h 51 %
129292 15,7 kg

3-2-1

MTS 10 52,-
128145

GS 03 60,-
107633

VM 400 23,-
102654

RSK 400 71,-
102691

RSK 400D 73,-
113490

SG 400 01 32,-
134284

SDS 400 206,-
102727

SDF 400 157,-
102708

FV 400 84,-
112836

FT 400 121,-
112848

FTW 400 598,-
112857

MTS 10 52,-
128145

GS 03 60,-
107633

VM 280 19,-
115494

SDS 280 110,-
115243

UKR 5030 02 20,-
115193

MTS 10 52,-
128145

GS 03 60,-
107633

VM 315 20,-
102652

RSK 315 37,-
102664

RSK 315D 42,-
113489

SG 315 01 20,-
102900

SDS 315 124,-
102723

SDF 315 130,-
102706

FV 315 84,-
112834

FT 315 121,-
112846

FTW 315 598,-
112855

UKR 6030 03 22,-
114640

� � Efficiency optimized tube fan
� � Optimized diagonal fan with guide vanes
� � Significant reduction of flow losses
� � Corrosion resistant plastic housing, basalt gray (RAL 7012)
� � Asynchronous capacitor motors with three speed steps

E Type EUR F Type EUR G Type EUR
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