
ESSENSSE NEO 
Air Curtain



ESSENSSE NEO
Comfortwith style



ESSENSSE NEO

ÅRestaurants, Bars

ÅShopping centres

ÅOffice buildings

ÅAirports

Applications



ESSENSSE NEO

ÅESSENSSE NEO B

ÅESSENSSE NEO C

ÅBothB and C 
rangesavailable
in lengths1,0m, 
1,5m, 2,0m and 
2,5m

Typesand lengths



ESSENSSE NEO B

ÅRecommendedinstallationheightup to 3,2 m

ïShops

ïOffice buildings

ïRestaurants

ÅMax. air flow 1500 m3/h/m

Installation



ÅRecommendedinstallationheightup to 4m

ïShopping centres

ïAdministrativebuildings

ïSmallwarehouses

ÅMax. air flow 2200 m3/h/m

ESSENSSE NEO C
Installation



ESSENSSE NEO

ÅSTRAW SYSTEM (40mm polycarbonatehoneycomb)

Performinglaminar air flow

Maximizingscreeningeffect

Outlet grille= STRAW SYSTEM



ÅGrilleon full lengthof air curtain

- adjustablefrom 3ϲto 15ϲ

ÅGuaranteeof laminarair flow

ςhigherair flow reach

ςlower noiselevel

ςbetter screeningeffect

Outlet grille= STRAW SYSTEM

ESSENSSE NEO



ÅPunchedmetal sheet

ςHexagonalholesςmaximum open space

ςFiltereffectςlimits amountof dustenteringair 
curtain

ςIn the front and at the top of air curtainς
better coolingof insidecomponents

ÅEasymaintenance/cleaning

ESSENSSE NEO
Suctiongrille



ÅOptimizedshapeto reachhighestpossible
tangentialwheelefficiency

ÅMade of 3 aluminium profiles

ÅOptimizedair stream

Fanchamber
ESSENSSE NEO



ESSENSSE NEO 

Å2 output lines: E0, E1

Wire heater

ςZIG-ZAGTechnology

ςImmediateheatingoutput

ς40 seconds 100% output

ςOwnworkingtermostat           highersafety

Electricalversion



ÅTwo-row water heater

ESSENSSE NEO 
Waterversion



ESSENSSE NEO
Controls ςmodularsystem


